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Description

Prepare the existing subgrade to the lines, grades, and typical section in accordance with Section 500 of the 2012 Standard Specifications or as directed by the Engineer.

Construction Method

Fine grading consists of, but is not limited to, maintenance of ingress and egress to the adjacent properties, channeling for placement of any asphalt or aggregate base course, final driveway repairs, and pavement removal and disposal.  Channel out the existing roadway in such a manner that there is not excessive sub base being exposed to weather elements or traffic.  If deemed necessary by the Engineer, place a sufficient quantity of ABC stone on the exposed sub base to maintain traffic during periods of extended inactivity or weather delays.  This quantity of stone will not be paid as a separate line item and shall be considered incidental to the fine grading operation.  This ABC stone may be placed by tailgating, and should be spread by motorgrader and smoothed to provide an adequate riding surface.

In addition, if the contractor is starting at an existing pavement joint with the channeling, adequate stone will be placed to avoid a drop-off from the existing asphalt.

Measurement and Payment

Fine Grading will be measured and paid at the contract lump sum price.  Such payment will be full compensation for all material excavated to a depth of 0.4 feet below the existing graded surface, ABC stone and maintenance of project area.

Payment will be made under:

	Pay Item
	Pay Unit

	Fine Grading
	Lump Sum



