
STABILIZATION OF SLOPES:
	(1-28-14)
	
	SPD 05-300



Description

Stabilize slopes by providing minimal soil preparation, application of seed and soil amendments; applying an approved compost material along with seed; all necessary for the permanent establishment of grasses and legumes along identified slopes; all in accordance with these specifications.

Materials

Use compost material that is well de-composed stable, weed free, organic compost meeting AASHTO MP-10.

Before compost application, provide the Engineer with a copy of the compost producer's compost technical data sheet with reference to AASHTO MP-10 specifications, a copy of the compost producers Seal of Testing Assurance certification in accordance with Type 6 in Article 106-3 of the Standard Specifications, and appropriate documentation assuring that the source of compost material is permitted by the North Carolina Department of Environment and Natural Resources.

The compost technical data sheet should include:
(A)	Laboratory analytical test results.
(B)	Directions for product use.
(C)	List of product ingredients.

Use seed as defined in the provision, SEEDING AND MULCHING, found elsewhere in this proposal.

Construction Methods

Provide soil preparation at the target locations to be compost seeded.  Scarify, puncture, cut or otherwise loosen the soil within the target location to at least a 2-inch depth or as directed by the Engineer.  Remove all rocks and debris greater than 6 inches.  Do not apply compost seeding to areas with significant gully erosion as determined by the Engineer.

Areas to be compost seeded, including allowable staging areas, will be identified or approved by the Engineer.  Prepare the area, stabilize slopes using acceptable compost material, and provide a dressed, firm, and stable area for compost seeding.  Mix the seed and compost in the pneumatic (blower) truck to allow for adequate distribution of seed within the compost material.  Ensure the target location has a uniform coverage of grass seed and at least one inch of compost material.  The application of fertilizer, limestone, grain straw or erosion control matting is not required for compost seeded areas.

[bookmark: _GoBack]Apply compost material and seed through the use of a pneumatic mulch truck capable of discharging compost material from a flexible hose onto a pre-determined location.  Use equipment in good operating condition and operate with properly trained and qualified personnel.

Personnel operating the equipment shall be the responsibility of the contractor in accordance with Article 105-6 of the Standard Specifications and shall be subject to the directions of the Engineer in accordance with Article 105-1 of the Standard Specifications.

Measurement and Payment

Compost Seeding will be measured and paid to the nearest hundredth of an acre as the actual number of acres covered and accepted at the target location.  Compensation for meeting the specifications outlined herein shall be based on square yard coverage with a uniform depth of one inch.  Soil preparation will be incidental to the compost seeding application.  No additional compensation will be provided for soil preparation activities.  Such price and payment will be full compensation for furnishing and placing seed and compost material, preparation and stabilization of eroding slopes, all labor, equipment and incidentals necessary to complete the work satisfactorily.

Payment will be made under:

	Pay Item
	Pay Unit

	Compost Seeding
	Acre



