
PATCHING CONCRETE PAVEMENT SPALLS:
	(1-30-14)
	710
	SPD 07-100



Description

The work covered by this provision consists of the partial and full depth patching of spalls in existing Portland cement concrete pavement by sawing and removing the broken, damaged or disintegrated concrete pavement from the spalled areas of the pavement surface and patching the areas with approved patching materials at locations as directed by the Engineer in accordance with this provision.
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Alternate methods and materials for patching concrete spalls may be submitted by the Contractor for approval by the Engineer.

Materials

The pavement shall not be opened to traffic until the minimum strength is obtained per manufacturer’s recommendation.

The Contractor may at his option use any approved material from the NCDOT Approved Products List.  The material shall be mixed and installed, handled and stored, and cured in accordance with the manufacturer’s instructions. 

Construction Methods

When the Contractor is working under a lane closure, concrete patching operations shall be conducted in one lane at a time.  The work shall be accomplished with other operations in progress within the same area.

The surface within the repair areas shall be cleaned so as to be free of oil, dust, dirt, deteriorated concrete and other contaminates immediately before placement of the epoxy and patching material.

Epoxy shall be applied to the vertical and flat surface of the cleaned spall areas prior to placing concrete.

Measurement and Payment:

Patching Concrete Pavement Spalls will be paid as the actual number of square feet of existing concrete which has been patched and accepted.  The actual length and width of each completed patch will be measured along the surface of the patch.  The above prices and payments will be full compensation for all work covered by this provision for furnishing all labor, materials, tools, equipment and incidentals for doing all work involved in sawing concrete pavement, removing deteriorated concrete, cleaning surfaces, epoxying, furnishing, placing, finishing, and curing concrete patch.

Payment will be made under:

	Pay Item
	Pay Unit

	Patching Concrete Pavement Spalls
	Square Foot



