
SKID RESISTANT THERMOPLASTIC BICYCLE SYMBOLS:
	(5-16-11)
	1205
	SPD 12-150



Description

Skid Resistant Thermoplastic Bicycle Symbols which includes the Helmeted Bicycle Symbols with Straight Arrow and the Shared Lane Marking Symbols shall be installed in accordance with Section 1205 of the 2012 Standard Specifications and the following:

The markings shall be of the color, length, thickness and width as specified herein, or as directed by the Engineer or inspector.  These markings shall be installed at the locations specified in the plans or where directed by the Engineer or inspector.

Material

When applying Skid Resistant Thermoplastic Bicycle Symbols, the contractor shall only use heated in place skid resistant thermoplastic markings that are approved by the Department.

Construction Methods

[bookmark: _GoBack]The Skid Resistant Thermoplastic Bicycle Symbols shall be heated in place and applied in accordance with the manufacturer’s recommendations on clean and dry surfaces.  Marking configurations shall be in accordance with the “Manual on Uniform Traffic Control Devices” or as directed by the Engineer or inspector.

Measurement and Payment

Skid Resistant Thermoplastic Bicycle Symbols will be measured and paid as the actual number of symbols being applied.  Such price and payment shall be full compensation for applying and all incidentals necessary for the placement of the symbols.

Payment will be made under:

	Pay Item
	Pay Unit

	Thermoplastic Pavement Marking Symbol (90mils)
	Each



