
EMERGENCY DEBRIS REMOVAL:
	(2-21-14)
	1661
	SPD 21-300



Description

[bookmark: _GoBack]This contract consists of the removal and disposal of eligible storm-related debris from State maintained road rights-of-way.  Eligible debris will consist of vegetation such as trees, stumps, and limbs as well as construction and demolition type debris.  Non-eligible debris includes all hazardous material, tires, and appliances. Only debris within the state maintained right-of-way limits shall be removed.

The Contractor shall not go beyond the state maintained rights-of-way to obtain debris unless expressly authorized by the Engineer.  The disposal points for all debris are listed on Attachment “A”.  Alternate disposal locations must be approved by the Engineer.  Haul time may vary depending on the amount of traffic into landfill sites.  The Department cannot guarantee turnaround time at any landfill locations.  Approved landfill locations are accessible Monday – Friday from 7:00 am to 4:00 pm.  Work shall be pursued Monday through Friday.  The general work area for this contract is shown in Attachment “B”. 

Equipment

The Contractor shall furnish all equipment in good operating condition with all safety devises in good working order. Equipment shall be operated by properly trained and qualified personnel.  There will be no payment for mobilization as it will be considered incidental to the various bid items.  The Contractor shall be responsible for all costs and charges incurred in the operation and maintenance of the equipment during the performance of this contract.  Upon request, the contractor shall provide any and all state and federal certifications for equipment safety.

The contractor shall provide a mechanical means of loading debris onto trucks.  Hand loading of the debris shall not be acceptable except for smaller limbs and debris not easily grasped or loaded by mechanical means.  The contractor shall exercise caution to avoid damage to the roadway, earth shoulders, and ditches.  Contractor-damaged areas shall be repaired in accordance with Section 1661 of the 2012 Standard Specifications except that no payment will be made for this work.

Each truck shall be properly licensed, and shall have the Contractor’s name or initials, individual truck number, and measured capacity (in cubic yards) clearly displayed on both sides of the vehicle. All trucks shall be equipped with a tarp that meets the requirements outlined in 
G.S. 20-116(g) and a tailgate within 12’’ of the top of the body.  A list of all trucks to be utilized by the Contractor shall be provided to the Engineer prior to beginning work.  This list shall include the truck number, license plate number, truck capacity, and certified tare weight.  

The truck capacity shall be determined by the actual manufactured dump body size as measured by the Engineer.  Sideboards may be added, however they may not be used to add to the capacity of the dump body.  The function of the sideboards will be considered as additional safety against the loss of debris. 
Trucks may not be substituted without prior approval of the Engineer.  In the event a truck is substituted during the term of the contract, the same identification and size information shall be provided for the new truck prior to it entering service.

The Department reserves the right to inspect each truck to verify size and/or weight, at any time.  Such inspections may be performed at the discretion of the Engineer.

Load Tickets

Documentation in the form of load tickets, provided by the Department of Transportation, shall be used to verify the tonnage of debris removed and disposed.

Once a truck is loaded with debris at the work site, the debris pick up inspector will complete a load ticket with the date, location information, truck number, departure time and sign the ticket. The original ticket book, with all copies attached, will be given to the driver.  Upon arrival at the disposal site, the disposal site monitor will enter the time, and weigh the truck upon arrival and departure and then record both weights.  The difference between the arrival weight and the departure weight will be the “Debris Weight” entered on load ticket.  

The disposal site monitor will keep the original load ticket; the driver will keep a copy; and the ticket book, with copy attached, shall be returned to the loading monitor.  The monitor at the disposal site, may be a representative of the Department of Transportation, the N. C. Division of Emergency Management, the County, or other governmental agency.

Measurement and Payment

Debris Removal will be measured and paid in tons.  The Engineer will match the disposal site monitor’s tickets against the Contractor’s original copies for pay verification.  Debris Weight, as measured by the site monitor, shall be the weight used for calculation of payment.  Determination of the pay quantity for each truck will be based on the actual number of tons of debris removed and properly disposed of as determined by the Engineer.  Such price includes, but is not limited to, loading, transporting and dumping debris and all other work required to properly remove and dispose of debris.

Refer to the tipping fee prices shown on Attachment “A”.  Tipping fees are to be included in the bid price per ton.

Payment will be made under:

	Pay Item
	Pay Unit

	Debris Removal
	Ton



