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SEE SECTION 12-13, ‘‘PAINTED STEEL’’,

FOR LIMITATIONS ON THE USE OF

WEATHERING STEEL.

 

SEE SECTION 10-5 FOR THE MINIMUM

EPOXY COATED REINFORCING STEEL

REQUIREMENTS.

 

NO ADDITIONAL CORROSION PROTECTION

IS NECESSARY.

PLACE NOTE #1 ON THE

GENERAL DRAWING.

 

SEE SECTION 10-5 FOR

THE MINIMUM EPOXY

COATED REINFORCING

STEEL REQUIREMENTS.

 

NO ADDITIONAL

CORROSION

PROTECTION IS

NECESSARY.

DO NOT DESIGN A STEEL SUPERSTRUCTURE,

UNLESS OTHERWISE APPROVED.

DO NOT USE METAL STAY-IN-PLACE FORMS,

AS ADDRESSED IN SECTION 12-13.

INCREASE CONCRETE COVER AS OUTLINED

IN SECTION 10-3.

ALL REINFORCING STEEL, INCIDENTAL STEEL

AND BAR SUPPORTS IN CAST-IN-PLACE

CONCRETE SHALL BE EPOXY COATED

ALL PRESTRESSED CONCRETE GIRDERS

SHALL BE DESIGNED FOR ZERO TENSION IN

THE PRECOMPRESSED TENSILE ZONE.

ENCASE ALL TIE ROD ENDS FOR

PRESTRESSED GIRDERS IN A GROUTED

RECESS.  SEE FIGURE 6-82.

PLACE NOTES #2 AND #3 ON THE GENERAL

DRAWING.

PLACE NOTES #4, #5, AND #6 ON THE

APPROPRIATE STRUCTURE STANDARD

DRAWINGS.

MODIFY NOTE #7 TO INCLUDE THE

APPROPRIATE STRUCTURAL ELEMENTS

AND PLACE ON THE GENERAL DRAWING.

MODIFY NOTE #8 TO INCLUDE THE

APPROPRIATE STRUCTURAL ELEMENTS

AND PLACE ON THE CORRESPONDING

STRUCTURE STANDARD DRAWINGS.

PLACE NOTE #9 ON THE GENERAL

DRAWING AS DIRECTED BY SECTION

12-13, MODIFIED TO INCLUDE THE

APPROPRIATE STRUCTURAL ELEMENTS.

IF NOTE #9 INCLUDES A PRECAST MEMBER,

ALSO PLACE THE NOTE ON THE PRECAST

MEMBER DETAIL SHEET.

FIGURE 12 - 30
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SEE SECTION 12-13, ‘‘PAINTED STEEL’’,

FOR LIMITATIONS ON THE USE OF

WEATHERING STEEL.

 

SEE SECTION 10-5 FOR THE MINIMUM

EPOXY COATED REINFORCING STEEL

REQUIREMENTS.

 

NO ADDITIONAL CORROSION PROTECTION

IS NECESSARY.

PLACE NOTE #1 ON THE

GENERAL DRAWING.

 

SEE SECTION 10-5 FOR

THE MINIMUM EPOXY

COATED REINFORCING

STEEL REQUIREMENTS.

 

NO ADDITIONAL

CORROSION

PROTECTION IS

NECESSARY.

DO NOT DESIGN A STEEL SUPERSTRUCTURE,

UNLESS OTHERWISE APPROVED.

DO NOT USE METAL STAY-IN-PLACE FORMS,

AS ADDRESSED IN SECTION 12-13.

INCREASE CONCRETE COVER AS OUTLINED

IN SECTION 10-3.

ALL REINFORCING STEEL, INCIDENTAL STEEL

AND BAR SUPPORTS IN CAST-IN-PLACE

CONCRETE SHALL BE EPOXY COATED

ALL PRESTRESSED CONCRETE GIRDERS

SHALL BE DESIGNED FOR ZERO TENSION IN

THE PRECOMPRESSED TENSILE ZONE.

ENCASE ALL TIE ROD ENDS FOR

PRESTRESSED GIRDERS IN A GROUTED

RECESS.  SEE FIGURE 6-82.

PLACE NOTES #2 AND #3 ON THE GENERAL

DRAWING.

PLACE NOTES #4, #5, AND #6 ON THE

APPROPRIATE STRUCTURE STANDARD

DRAWINGS.

MODIFY NOTE #7 TO INCLUDE THE

APPROPRIATE STRUCTURAL ELEMENTS

AND PLACE ON THE GENERAL DRAWING.

MODIFY NOTE #8 TO INCLUDE THE

APPROPRIATE STRUCTURAL ELEMENTS

AND PLACE ON THE CORRESPONDING

STRUCTURE STANDARD DRAWINGS.

PLACE NOTE #9 ON THE GENERAL

DRAWING AS DIRECTED BY SECTION

12-13, MODIFIED TO INCLUDE THE

APPROPRIATE STRUCTURAL ELEMENTS.

IF NOTE #9 INCLUDES A PRECAST MEMBER,

ALSO PLACE THE NOTE ON THE PRECAST

MEMBER DETAIL SHEET.
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BRIDGE ELEMENT

LOCATED WITHIN

4.5 M OF THE

MEAN HIGH TIDE?
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