NOTES

Approach slab shall not be constructed prior to completion of the bridge deck.

For reinforced bridges, approach fill fabric wall including geotextile, permeable geomembrane, and select material. See details.

Standard sealant material shall be used. See details.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

For one approach slab (2 req'd)

The standard specifications shall conform to the requirements of Section 1028-3 of the standard specifications.

All contents and sealants shall be installed in accordance with the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.

The joint opening at the approach slab/deck interface shall be sawed or more than 12 hours after the approach slab is cast. The joints shall be cleaned of all debris before the sealant is applied. The joint sealant material shall be applied in accordance with the requirements of Section 1028-3 of the standard specifications.