NOTE: EXTERIOR SECTION SHOWN-INTERIOR SECTION SIMILAR EXCEPT OMIT S3 BARS.

PART PLAN-EXTERIOR SECTION

NOTE: OMIT SHEAR KEY ON OUTSIDE FACE OF EXTERIOR CORED SLABS.

CONTRACTOR.

DETERMINED BY

PREVIOUSLY THREADED INSERT DETAIL

STATEMENT PERMITTED THREADED INSERT

EXTERIOR UNIT AND CAST IN OUTSIDE FACE OF

FOR DETAILS SEE "BENT" SHEETS

FOR DETAILS SEE "END BENT"

PROJECT NO.

COUNTY:

STATION:

DEPARTMENT OF TRANSPORTATION

STANDARD

3'-0" X 1'-6"

PRESTRESSED CONCRETE

CORED SLAB UNIT

POST-TENSIONED STRAND-CORED SLABS

GROUTED RECESS AT END OF

POST-TENSIONED STRAND-CORED SLABS

SHOWN-INTERIOR SECTION SIMILAR EXCEPT OMIT S3 BARS.

STRAND LAYOUT NOT SHOWN

INTERIOR SLAB SECTION SHOWN-EXTERIOR SLAB

SECTION AT BENT

SECTION AT BENT

SECTION AT BENT

SECTION AT END BENT

SECTION AT END BENT

SECTION AT END BENT

SHEET FOR DETAILS

EXTERIOR SLAB SECTION

FOR PRESTRESSED STRAND LAYOUT, SEE INTERIOR SLAB SECTION

0.6" Ø LOW RELAXATION STRAND LAYOUT