PIPE PILE SPLICE DETAIL

1'-3'' LAP

BAR

S1 NO.

#4 SIZE

#1 TYPE

LENGTH

WEIGHT

V1

2

6'-8''

NOTES

#4 S1 BAR

CLASS A CONCRETE PLUG

BOTTOM OF ELEVATION

S1 BAR

ON A 8'' RADIUS

10-#6 V1 BARS @ 5'' CTS.

24'' STEEL PIPE PILE

STD. NO. SPP4

BILL OF MATERIAL FOR ONE PER LINEAR FOOT FOR PP 24 X 0.50 GALVANIZED STEEL PILES.

ARE CONSIDERED INCIDENTAL TO THE CONTRACT UNIT PRICE BID.

THE REINFORCING STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.

THE REINFORCEMENT STEEL, CLASS A CONCRETE, AND GALVANIZING ARE REQUIRED.