
ENGLISH 2/25/2009

CATCH BASIN Max Depth = 12.0' DROP INLETS Max Depth = 12.0'
Std. No.: 840.01,.02 Std. No.: 840.14,.15

Max Depth = 12.0' Under Pavement Yard Inlet*
Minimum Cover 1.75' Minimum Cover = 1.92 1.0'
PIPE DIA Depth PIPE DIA Depth Depth

(in) (ft) (in) (ft) (ft)
12 2.75 12 2.92 2
15 3.00 15 3.17 2.25
18 3.25 18 3.42 2.5
24 3.75 24 3.92 3
30 4.25 30 4.42 3.5
36 4.75
42 5.25 1)  36" and above requires special detail
48 5.75 2)  24" and above cannot tie into narrow side of STD DI
54 6.25     Use a Type A 2GI with a narrow slots in this case.

*   Do not use when piping under pavement
Total Clear Area Orfice Opening = 3.1 sq. ft Std. No.:

Std. No.: 840.03 Type "E" Total Clear Area Orfice Opening = 3.7 sq. ft 840.16
= 0.381 sq. m 840.24

Note: Depth of Box and the Elevation
For the Summary Sheets Are 
Taken From Face of Curb   -0.17' 
(2" Depression)

Note: Minimum Cover (for Geopak Drainage) is Referenced to Face of Curb
Use a Constant Source elevation -0.17' to handle 2" depression.

MEDIAN DROP INLET Max Depth = 12.0' JUNCTION BOX Max Depth = 12.0'
GRATE INLET (GI, 2GI)

Std. No.: 840.17 840.18 840.19 Std. No.: 840.31 840.32 840.34
A B D w/slab lid MH lid MH lid/pave

Minimum Cover= 2.75' 1.5' 0.67' Min Cover= 1.77 ft 2.40 ft 2.90 ft
PIPE DIA Depth Depth Depth PIPE DIA Depth Depth Depth

(in) (ft) (ft) (ft) (in) (ft) (ft) (ft)
12 3.75 2.50 1.67 12 2.77 3.40 3.90
15 4.00 2.75 1.92 15 3.02 3.65 4.15
18 4.25 3.00 2.17 18 3.27 3.90 4.40
24 4.75 3.50 2.67 24 3.77 4.40 4.90
30 5.25 4.00 3.17 30 4.27 4.90 5.40
36 5.75 4.50 3.67 36 4.77 5.40 5.90
42 6.25 Use Type "A" for 3GI's etc. & 42 5.27 5.90 6.40
48 6.75 42" and above and/or 48 5.77 6.40 6.90
54 7.25 24" or larger coming 54 6.27 6.90 7.40
60 7.75 into Dim B (narrow 60 6.77 7.40 7.90
66 8.25 side) 66 7.27 7.90 8.40
72 8.75

Total Clear Area Orfice Opening = 4.4 sq. ft 840.22,.20
     = 4.1 sq. ft. 840.24

Note: See Attachment for Top Elevation
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