STORMWATER BASIN EROSION CONTROL:

Description

Provide a skimmer to remove sediment from construction site runoff in permanent stormwater basins at locations shown in the erosion control plans.  Work includes constructing basin, installation of coir fiber baffles, furnishing, installation and cleanout of skimmer, providing and placing stone pad on bottom of basin underneath skimmer device, stabilizing side slopes of basin with matting and seed, disposing of excess materials, removing coir fiber baffles, and skimmer device.

Materials

	Item
	Section

	Seeding and Mulching
	1060-4

	Matting for Erosion Control
	1060-8

	Staples
	1060-8

	Coir Fiber Baffle
	1640



Provide appropriately sized and approved skimmer device.

Provide Schedule 40 PVC pipe with a length of 6 ft. to attach to the skimmer and the coupling connection to serve as the arm pipe.  For skimmer sizes of 2.5 in. and smaller, the arm pipe diameter shall be 1.5 inches.  For skimmer sizes of 3 in. and larger, refer to manufacturer recommendation.

Provide 4” diameter Schedule 40 PVC pipe to attach to coupling connection of skimmer to serve as the barrel pipe through the earthen dam.

Construction Methods

Construct permanent stormwater basin according to the plans with basin surface free of obstructions, debris, and pockets of low-density material.  Construct the coir fiber baffles according to Roadway Standard Drawings No. 1640.01 and Section 1640 of the Standard Specifications.

[bookmark: _GoBack]Install skimmer device according to manufacturer recommendations.  Install the coupling connection provided with the skimmer 1 ft. from the bottom of the basin and attach to permanent stormwater drainage structure.  Attach the 6 ft. arm pipe to the coupling connection and skimmer according to manufacturer recommendations.  The coupling shall be rigid and non-buoyant and not exceed a diameter of 4” and 12” in length.  Attach the rope included with the skimmer to the tee between the vent socket and the tube inlet, and the other end to a wooden stake or metal post.  Clean out skimmer device when it becomes clogged with sediment and/or debris and is unable to float at the top of water in basin.  Take appropriate measures to avoid ice accumulation in the skimmer device.  Construct a stone pad of Class B stone directly underneath the skimmer device at bottom of basin.  The pad shall be a minimum of 12” in height, and shall have a minimum cross sectional area of 4 ft. by 4 ft.

All bare side slope sections of the stormwater basin shall be seeded with a permanent seed mix as directed and in accordance with Articles 1660-4, 1660-5 and 1660-7 of the Standard Specifications.  Straw or excelsior matting shall be installed on all bare side slope sections immediately upon the completion of seeding and in accordance with Article 1631-3 of the Standard Specifications.

Measurement and Payment

Silt Excavation will be measured and paid for in accordance with Article 1630-4 of the Standard Specifications, as calculated from the typical section throughout the length of the basin as shown on the final approved plans.

Coir Fiber Baffles will be measured and paid for in Accordance with Article 1640-4 of the Standard Specifications.

__" Skimmer will be measured in units of each.  __” Skimmer will be measured and paid for as the maximum number of each size skimmer acceptably installed and in use at any one time during the life of the project.  Barrel and arm pipe, cleanout, relocation and reinstallation of __” Skimmer is considered incidental to the measurement of the quantity of __” Skimmer and no separate payment will be made.  No separate payment shall be made if __” Skimmer, barrel and/or arm pipe(s) are damaged by ice accumulation.

Stone for Erosion Control, Class __ will be measured and paid for in accordance with Article 1610-4 of the Standard Specifications.

Seeding and Mulching will be measured and paid for in accordance with Article 1660-8 of the Standard Specifications.

Matting for Erosion Control will be measured and paid for in accordance with Article 1631-4 of the Standard Specifications.

No measurement will be made for other items or for over excavation or stockpiling.

Payment will be made under:

	Pay Item
	Pay Unit

	__" Skimmer
	Each



