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| 1" x 14" COARSE-THREADED 90° (TYP) S1g.M2
| BUTTON HEAD SOCKET SCREW \ )
(4 REQUIRED) 3
;: —— TERMINAL COMPARTMENT, 3 GAUGE (MIN) 90°
L 2" X 8" X 27"
I 2" HALF COUPLING WITH — — — — — —
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a 2" DIAMETER HOLE IN POLE — — —-
O=r— WALL FOR WIRE ENTRANCE

— HAND HOLE REINFORCING FRAME, —- -

|
|
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4" X 8" X 12", 3 GAUGE (MIN) !i
gf:). WITH BEVELED EDGES INSIDE o
<:::::>\\\‘_’// AND NO COVER Pt
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(ji&\\ L~
11 GAUGE THICK COVER PLATE BACKED — |
WITH FULL WIDTH Y4g"” THICK GASKET - D
WITH CHAIN OR CABLE \\‘9 PR <£
/‘/i ///’ -
// ‘ | /’ - L
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zi '\\\\g2” HALF COUPLING -
WITH INTERNAL THREADS /\\/;///
5 ,
‘k/////fz” DIAMETER HOLE \\K\/) .
$ﬂg//fGROUNDING LUG
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NOTE: UNLESS OTHERWISE SPECIFIED, LOCATE TERMINAL COMPARTMENT
1 FOOT ABOVE THE POLE BASE AT 180 DEGREES ON THE POLE'S

SECTION C-C RADIAL INDEX.
TERMINAL COMPARTMENT DETAIL
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B.C.

\\ //
B.C. o -0
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270°
\
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_ o __ | | _ 2 o
4 BOLT PATTERN °© ° "

¢
8 BOLT PATTERN

214" DIAMETER HOLE FOR

2" DIAMETER ANCHOR BOLT
PLATE WIDTH = 4" (MIN)

B.C. 570° (TYPICAL FOR ALL PLATES)

12 BOLT PATTERN

CONSTRUCT TEMPLATES AND PLATES FROM 14" (MIN) THICK STEEL. GALVANIZING IS NOT REQUIRED.

BASE PLATE TEMPLATE AND ANCHOR BOLT LOCK PLATE DETAILS
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MFG MFG. DATE: MM/YY MF G MFG. DATE: MM/ Y'Y
SHAFT D/T/L/Y oottt
ARM-A D/T/L/Y A A SECTION D/T/L/Y coccl ool ool e
S SRR SR S NCDOT SIG. INV.NO., —— ——————
ARM-B D/T/L/Y  —eee/oceclocecsooe. NCDOT POLE NO.  ————____
S Sy Y S \O O)
A.B. DIA./B.C./L/Y oocroiroroo . ARM I.D. TAG
(PROVIDE ON EACH SECTION OF
NCDOT SIG. INV. NO. - —— ————- A MULTI-SECTION MAST ARM)
NCDOT POLE NO.  —————___
O ©

SHAFT I.D. TAG
(PROVIDE ON SHAFT OF STRAIN POLES
AND MAST ARM POLE SHAFT)

NOTES:

1. D = DIAMETER, T = THICKNESS, L = LENGTH, Y = YIELD STRENGTH
2. A.B. = ANCHOR BOLT

3. B.C. = BOLT CIRCLE OF ANCHOR BOLTS

4. IF STANDARD DESIGN, INCLUDE CASE NUMBER IN ADDITION TO

POLE NUMBER ON "NCDOT POLE NO." LINE.
. SIGNAL INV. NUMBER AND POLE I.D. NUMBER.
SEE DRAWING M3 AND M4 FOR MOUNTING POSITIONS OF I.D. TAGS.

IDENTIFICATION TAG DETAILS

(&)

BASE PLATE SIZE AS
REQUIRED BY DESIGN

ANCHOR BOLT HOLE
TOP = BOLT DIAMETER + 13"

PROVIDE 4 HEAVY HEX NUTS BASE OF METAL

AND 4 FLAT WASHERS PER POLE SHAFT
ANCHOR BOLT.
MINIMUM THREAD AT TOP OF BOLT
52‘(///f= 10" FOR 2" DIAMETER BOLT.
-180°

“\\\\¥GALVANIZE A MINIMUM OF 2"

BELOW THREADS FROM TOP OF

BOLT.
BOLT CIRCLE
DIAMETER
| (B.C.)
2" X 60" ANCHOR BOLT 270°

UNLESS OTHERWISE SPECIFIED.

-

NOTE: BASE PLATE MAY BE CIRCULAR, OCTAGONAL, SQUARE
OR RECTANGULAR IN SHAPE.

TYPICAL BASE PLATE DETAIL

MINIMUM THREAD AT BOTTOM OF BOLT

Fabrication Details — All Metal Poles

= 8". GALVANIZATION NOT REQUIRED Prepared In the Offlces of: SEAL
AT BOTTOM OF BOLT. / Typical Fabrication Details o,
e For fﬁf%ﬁi%?;g
§ All Metal Poles b V>

SEAL

7 \
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