
 

Spot Safety Project Evaluation 
 
 
Project Information 
  

Order ID:  41000029985 
  

Project ID:  01-09-203 
  

Location: SR 1101 (Peartree Rd) at SR 1169 (Four Forks Rd/Pitts Chapel Rd) 
  

County:  Pasquotank 
  

City:   Elizabeth City 
  

Division:  1 
  

Signal ID:  01-0339 
  

Countermeasure: Update overhead flashers to vehicle entering when flashing. Less than 2 years 
after the project was completed, the intersection was converted to a 4-way stop 
under SS 01-11-3850 and was also analyzed in this study. 

  
Project Completion: (01-09-203) January 25, 2010 Project Cost: $40,000 
 (01-11-3850) September 15, 2011 Project Cost: $12,500  

 
 
Map and Aerial (from Google Maps – Coordinates are 36.2400028,-76.2197992) 
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Naive Before and After Analysis 
 
 Before Period:  November 1, 2005 through December 31, 2009 (4.17 years) 
 
 Const. 1 Period (Flasher): January 1, 2010 through February 28, 2010 
 
 After 1 Period (Flasher): March 1, 2010 through August 31, 2011 (1.50 years) 
 
 Const. 2 Period (4-way): September 1, 2011 through October 31, 2011 
 
 After 2 Period (4-way): November 1, 2011 through April 30, 2014 (2.50 years)   
 
 Analysis Criteria: Treatment data consisted of all crashes within 150 feet of the subject 

intersection. 
 

 Target Crashes: Frontal Impact Crashes were the target crashes for the applied 
countermeasure. Frontal Impact Crash types include: Left turn, same 
roadway; Left turn, different roadways; Right turn, same roadway; Right 
turn, different roadways; and Angle. 

 
 

Treatment Information 
Before 

4.17 Yrs
After 1 

1.50 Yrs
After 2 

2.50 Yrs 

Total Crashes 23 8 3 
Total Crashes per year 5.52 5.33 1.20 
Total Severity Index 8.48 12.33 3.47 
    
Target Crashes 18 6 2 
Target Crashes per year 4.32 4.00 0.80 
Target Crash Severity Index 9.73 16.10 4.70 
    
Volume (2007, 2010, 2013) 5600 4900 4800 

 
 
 
 
 
 
 
 
 

Injury Crash Summary
Before 

4.17 Yrs
After 1 

1.50 Yrs
After 2 

2.50 Yrs 

Fatal injury Crashes 0.24 0.67 0 
Class A injury Crashes 0 0 0 
Class B injury Crashes 0.24 0.67 0 
Class C Injury Crashes 2.88 0.67 0.40 
Property Damage Only 2.16 3.33 0.80 



 

Overall Summary Results From Before to  From After 1 to 
  After 1 (Signal) After 2 (4-way)   
 
 Total Crashes per year: - 3 %  (reduction) - 77 % (reduction) 
 
 Total Crash Severity: + 45 % (increase) - 72 % (reduction) 
 
 Target Crashes per year: - 7 % (reduction) - 80 % (reduction) 
 
 Target Crash Severity: + 65 % (increase) - 71 % (reduction) 
 
 Volume: - 13 % (reduction) - 2 % (reduction) 
 
 
 
 
Items for Discussion/Concerns 
 

When comparing on a yearly basis, there was not much change in crashes after the conversion to vehicle 
entering when flashing flashers. A much larger change in crashes occurred after the conversion to a 
four-way stop. 

 
 
 
 
 
 
 
 
 
 
 
Data Prepared For 
 

The Traffic Safety Unit of the 
Transportation Mobility and Safety Division of the 
Division of Highways of the 
North Carolina Department of Transportation 

 
 

Data Prepared By 
 
 Principal Investigator:  Ian Pike, Summer Engineering Assistant 
 Checked by:   Brad Robinson, PE 
 
 Work Group/Consultant: NCDOT - Safety Evaluation Group  
 
 Date:    July 11, 2014 
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