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Spot Safety Project Evaluation Documentation 
 
 
Subject Location 
  

            Evaluation of Spot Safety Project Number 04-97-265 at the intersection of NC 158 and Cardinal 
Drive / Theatre Street in the City of Roanoke Rapids, Halifax County. 
 
 
Project Information and Background from the Project File Folder 
 
The spot safety project improvement countermeasure chosen for the subject location was the 
retiming of the existing traffic signal to allow for a longer side street green movement.   US 158 is a 
seven lane east to west facility in Roanoke Rapids with three lanes in each direction, a center turn 
lane, and a speed limit of 35 mph.  Cardinal Drive / Theatre Street access two separate shopping 
centers, one on each side of US 158.   The busier shopping center (Food Lion and Blockbuster) is 
located to the south of US 158 and consist of one lane for all exiting movements.  The northern 
shopping center (previous Roses) has an exclusive right turn lane and a shared left and through lane 
for exiting movements.   
 
The original statement of problem was that motorists would commonly have to wait through 
multiple signal cycles before being able to exit the shopping plazas.  Cardinal Drive has an 
approximate ADT of 4000 vehicles per day.  These improvements were completed for the sole 
purpose of gaining an operational benefit.     
 
The initial crash analysis was completed from August 1, 1991 to July 31, 1997 with twenty-four 
(24) reported crashes.  The final completion date for the improvement at the subject intersection 
was on December 12, 2002 with a total cost of $5,000.00.  
 
 
Naive Before and After Analysis 
 
After reviewing the spot safety project file folder along with all the crashes at the subject location, 
the crash data omitted from this analysis to consider for an adequate construction period were the 
months of November and December of 2002.  The before period consisted of reported crashes from 
July 1, 1997 through October 31, 2002 (5 years and 4 months); and the after period consisted of 
reported crashes from January 1, 2003 through April 30, 2008 (5 years and 4 months).  The ending 
date for this analysis was determined by the date of available crash data at the time of completion.  
 
The treatment data consisted of all crashes within 150 feet of the subject intersection.  Please see 
attached location map, aerial map, and photos for further details. 
 
The following data table depicts the Naive Before and After Analysis for the treatment location.  
Please note that the Safety Evaluation Group was unable to determine a designated Target Crash 
type for this analysis since the countermeasure was installed to resolve an operational issue. 
 
 

 



 

Treatment Information    

Before After 
Percent Reduction (-) 
Percent Increase (+) 

Total crashes 28 14 - 50.00 % 
Total Severity Index 3.64 4.70 29.12 % 
    
Volume 24,200 26,300 8.68 % 
    
Injury Crash Summary    
Fatal injury Crashes 0 0 N/A 
Class A injury Crashes 0 0 N/A 
Class B injury Crashes 1 0 - 100.00 % 
Class C Injury Crashes 9 7 - 22.22 % 
Total Injury Crashes 10 7 - 30.00 % 

 
The naive before and after analysis at the treatment location resulted in a 50 percent decrease in 
Total Crashes but a 29 percent increase in the Total Severity Index.  The before period ADT year 
was 2000 and the after period ADT year was 2005.  
 
 
Results and Discussion 
 
The naive before and after analysis involving the comparison of treatment actual before data versus 
treatment actual after data resulted in a 50 percent decrease in Total Crashes.  The summary results 
above demonstrate that Total Crashes appear to have decreased at the treatment location from the 
before to the after period.  
 
Referencing the Collision Diagrams, even though the improvements were not safety related, there 
was a significant reduction of crashes from the before period to the after period.  The highest 
reduction is seen in eastbound US 158 rear-end collisions that declined by 64 percent, from 11 to 4 
crashes.  Also, the one rear-end crash pattern leaving the southern shopping center was eliminated 
in the after period.  It is not conclusive that the additional side street green time aided directly in this 
significant crash reduction.  
 
The calculated benefit to cost ratio for this analysis is 24.40 considering total crashes.  The benefits 
are calculated using the change in annual crash costs from the before to the after period. Operational 
and other benefits related to the project are not considered in this analysis. The costs of the project 
include the actual construction costs as well as the increase in annual maintenance and utility costs. 
 
Please see the attached Treatment Site Photos.  Photos are provided for all approaches to the 
treatment intersection. As the Safety Evaluation Group completes additional spot safety reviews for 
this type of countermeasure, we will be able to provide objective and definite information regarding 
actual crash reduction factors for this type of intersection. 



 

 

Location Map 
Halifax County, City of Roanoke Rapids 

Evaluation of Spot Safety Project # 04-97-265 
 

Treatment Location: US 158 at Cardinal Drive / Theatre Street 



SS# 04-97-265 
Aerial Map – Roanoke Rapids, NC 

 

 

Northern Shopping PVA 

US-158 

Southern Shopping PVA 



TREATMENT SITE PHOTOS TAKEN 2/7/2008 
 

 
Traveling West on US 158 

 

 
Traveling West on US 158 



 
Traveling South on Theatre / Cardinal (Northern Shopping PVA) 

 

 
Traveling North on Cardinal (Southern Shopping PVA) 



 
Traveling East on US 158 

 
 



BENEFIT-COST ANALYSIS WORKSHEET

LOCATION: US 158 at Cardinal BY:  JBS

COUNTY: Halifax DATE:  7/8/2008

FILE NO.: SS 04-97-265 NOTES:  Total Crashes

  DETAILED COST: TYPE IMPROVEMENT - Signal Retiming

ITEMS TOTAL SERVICE CRF     ANNUAL COST

Construction $5,000 10 0.149 $745
$0 0 0.000 $0

Right-of-Way $0 0 0.000 $0

TOTALS $5,000 10 0.149 $745

ESTIMATED INCREASE IN ANNUAL MAINT. COST = $0
ESTIMATED INCREASE IN ANNUAL UTILITY COST = $0

TOTAL ANNUAL COST=  $745
TOTAL COST OF PROJECT= $5,000

  COMPREHENSIVE COST REDUCTION:

ESTIMATED NUMBER OF ANNUAL ACCIDENT DECREASES

TIME PERIOD YEARS K & A K & A B & C B & C PDO PDO ANNUAL
CRASHES CRASHES CRASHES CRASHES CRASHES CRASHES COSTS

PER YR PER YR PER YR

BEFORE 5.33 0 0.00 10 1.88 18 3.38 $46,942
AFTER 5.33 0 0.00 7 1.31 7 1.31 $28,762

 

  Annual Benefits from Crash Cost Savings $18,180
  

 
  NET AVG. ANNUAL BENEFITS = AVG. ANNUAL BENEFITS - TOTAL ANNUAL COST = $17,435  

  BENEFIT-COST RATIO = AVG ANNUAL BENEFITS/TOTAL ANNUAL COST = 24.40

TOTAL COST OF PROJECT    -  $5,000 COMPREHENSIVE B/C RATIO  - 24.40
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