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Spot Safety Project Evaluation Documentation 
 
 
Subject Location 
  

            Evaluation of Spot Safety Project Number 14-01-210 located at the intersection of US 64 at NC 141 
in Cherokee County, near the Town of Murphy. 
 
 
Project Information and Background from the Project File Folder 
 
The spot safety project improvement countermeasure chosen for the subject location was the 
installation of an actuated traffic signal.  US 64 is a major thoroughfare route for Western North 
Carolina consisting of a three lane segment near this location and a speed limit of 40 mph.  At the 
intersection, US 64 provides dedicated left turn lanes on both approaches and a westbound right 
turn lane.  NC 141 is a two-lane facility nearing the subject intersection with a dedicated left turn 
lane.  The subject location is signalized as a three-leg intersection, which was originally controlled 
by dual posted stop signs on NC 141.  Dave McClure Lane makes up the fourth leg at the 
intersection and is the entrance to local medical facilities.     
 
The original statement of problem was that increased vehicle use of the area is leading to congestion 
and delay.  The site is also experiencing an increase in angle (frontal impact) collisions.  The 
intersection met traffic signal warrants 1A, 1B, 1C, 2, 3B, 7, and 8.  
 
The initial crash analysis was completed from August 1, 1998 to July 31, 2001 with twelve (12) 
reported crashes, seven (7) of which were deemed correctable with the signal installation.  The final 
completion date for the improvement at the subject intersection was on September 15, 2002 with a 
total cost of $46,000.00.  
 
 
Naive Before and After Analysis 
 
After reviewing the spot safety project file folder along with all the crashes at the subject location, 
the crash data omitted from this analysis to consider for an adequate construction period was the 
month of September 2002.  The before period consisted of reported crashes from May 1, 1997 
through August 31, 2002 (5 years and 4 months); and the after period consisted of reported crashes 
from October 1, 2002 through January 31, 2008 (5 years and 4 months).  The ending date for this 
analysis was determined by the date of available crash data at the time of analysis.  
 
The treatment data consisted of all crashes within 150 feet of the subject intersection.  Please see 
attached location map and field photos for further details. 
 
The following data table depicts the Naive Before and After Analysis for the treatment location.  
Please note that Frontal Impact Crashes were the target crashes for the applied countermeasure.  
The Frontal Impact Crash types considered are as follows: Left turn, same roadway; Left turn, 
different roadways; Right turn, same roadway; Right turn, different roadways; Head on; and Angle. 
 

 



 

Treatment Information    

Before After 
Percent Reduction (-) 
Percent Increase (+) 

Total crashes 15 7 - 53.33 % 
Total Severity Index 14.56 3.11 - 78.64 % 
    
Target Crashes 13 1 - 92.31 % 
Target Crash Severity Index 16.08 1.00 - 93.78 % 
    
Volume 9,750 12,770 30.97 % 
    
Injury Crash Summary    
Fatal injury Crashes 0 0 N/A 
Class A injury Crashes 2 0 - 100.00 % 
Class B injury Crashes 5 2 - 60.00 % 
Class C Injury Crashes 2 0 - 100.00 % 
Total Injury Crashes 9 2 - 77.78 % 

 
The naive before and after analysis at the treatment location resulted in a 53 percent decrease in 
Total Crashes, a 92 percent decrease in Target Crashes, and a 79 percent decrease in the Total 
Severity Index.  The before period ADT year was 1999 and the after period ADT year was 2005.  
 
 
Results and Discussion 
 
The naive before and after analysis involving the comparison of treatment actual before data versus 
treatment actual after data resulted in a 53 percent decrease in Total Crashes and a 92 percent 
decrease in Target Crashes.  The summary results above demonstrate that both Total Crashes and 
Target Crashes appear to have decreased at the treatment location from the before to the after 
period.  
 
Referencing the Collision Diagrams, a large portion of crashes at the intersection in the before 
period (11 of 15) were the result of a vehicle unsuccessfully accessing US 64 from NC 141.  After 
the signal installation, this pattern was completely eliminated.  The only frontal impact crash in the 
after period was an eastbound US 64 vehicle misjudging a permissive green signal.  Rear end 
collisions approaching the intersection increased slightly from zero to two (2) in the after period.  
 
The calculated benefit to cost ratio for this project is 20.58 considering total crashes. The benefit 
to cost ratio considering only target crashes is 21.14. The benefits are calculated using the change 
in annual crash costs from the before to the after period. Operational and other benefits related to 
the project are not considered in this analysis. The costs of the project include the actual 
construction costs as well as the increase in annual maintenance and utility costs. 
 
Please see the attached Treatment Site Photos.  Photos are provided for all approaches to the 
treatment intersection.  As the Safety Evaluation Group completes additional spot safety reviews for 
this type of countermeasure, we will be able to provide objective and definite information regarding 
actual crash reduction factors for this type of intersection. 



Location Map 
Cherokee County, near Murphy 

Evaluation of Spot Safety Project # 14-01-210  
 

 
Treatment Location: US 64 at NC 141 / Dave McClure Lane 



TREATMENT SITE PHOTOS TAKEN 9/17/2008 
 

 
Traveling Southeast on US 64 

 

 
Traveling Southeast on US 64 

 



 
Traveling Northwest on US 64 

 
 

 
Traveling Northwest on US 64 



 
Traveling Southwest on NC 141 

 
 

 
Traveling Southwest on NC 141 

 



BENEFIT-COST ANALYSIS WORKSHEET

LOCATION: US 64 at NC 141 BY:  JBS

COUNTY: Cherokee DATE:  9/24/2008

FILE NO.: SS 14-01-210 NOTES:  Total Crashes

  DETAILED COST: TYPE IMPROVEMENT - New Signal

ITEMS TOTAL SERVICE CRF     ANNUAL COST

Construction $46,000 10 0.149 $6,855
$0 0 0.000 $0

Right-of-Way $0 0 0.000 $0

TOTALS $46,000 10 0.149 $6,855

ESTIMATED INCREASE IN ANNUAL MAINT. COST = $2,200
ESTIMATED INCREASE IN ANNUAL UTILITY COST = $900

TOTAL ANNUAL COST=  $9,955
TOTAL COST OF PROJECT= $46,000

  COMPREHENSIVE COST REDUCTION:

ESTIMATED NUMBER OF ANNUAL ACCIDENT DECREASES

TIME PERIOD YEARS K & A K & A B & C B & C PDO PDO ANNUAL
CRASHES CRASHES CRASHES CRASHES CRASHES CRASHES COSTS

PER YR PER YR PER YR

BEFORE 5.34 2 0.37 7 1.31 6 1.12 $215,243
AFTER 5.34 0 0.00 2 0.37 5 0.94 $10,393

 

  Annual Benefits from Crash Cost Savings $204,850
  

 
  NET AVG. ANNUAL BENEFITS = AVG. ANNUAL BENEFITS - TOTAL ANNUAL COST = $194,895  

  BENEFIT-COST RATIO = AVG ANNUAL BENEFITS/TOTAL ANNUAL COST = 20.58

TOTAL COST OF PROJECT    -  $46,000 COMPREHENSIVE B/C RATIO  - 20.58



BENEFIT-COST ANALYSIS WORKSHEET

LOCATION: US 64 at NC 141 BY:  JBS

COUNTY: Cherokee DATE:  9/24/2008

FILE NO.: SS 14-01-210 NOTES:  Target Crashes - Frontal Impact

  DETAILED COST: TYPE IMPROVEMENT - New Signal

ITEMS TOTAL SERVICE CRF     ANNUAL COST

Construction $46,000 10 0.149 $6,855
$0 0 0.000 $0

Right-of-Way $0 0 0.000 $0

TOTALS $46,000 10 0.149 $6,855

ESTIMATED INCREASE IN ANNUAL MAINT. COST = $2,200
ESTIMATED INCREASE IN ANNUAL UTILITY COST = $900

TOTAL ANNUAL COST=  $9,955
TOTAL COST OF PROJECT= $46,000

  COMPREHENSIVE COST REDUCTION:

ESTIMATED NUMBER OF ANNUAL ACCIDENT DECREASES

TIME PERIOD YEARS K & A K & A B & C B & C PDO PDO ANNUAL
CRASHES CRASHES CRASHES CRASHES CRASHES CRASHES COSTS

PER YR PER YR PER YR

BEFORE 5.34 2 0.37 6 1.12 5 0.94 $211,142
AFTER 5.34 0 0.00 0 0.00 1 0.19 $730

 

  Annual Benefits from Crash Cost Savings $210,412
  

 
  NET AVG. ANNUAL BENEFITS = AVG. ANNUAL BENEFITS - TOTAL ANNUAL COST = $200,457  

  BENEFIT-COST RATIO = AVG ANNUAL BENEFITS/TOTAL ANNUAL COST = 21.14

TOTAL COST OF PROJECT    -  $46,000 COMPREHENSIVE B/C RATIO  - 21.14
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