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Spot Safety Project Evaluation Documentation 
 
 
Subject Location 
  

            Evaluation of Spot Safety Project Number 14-06-202 – SR 1783 from approximately 0.25 miles 
east of NC 225 to approximately 500 feet west of US 176, a distance of approximately 0.75 miles. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



Project Information and Background from the Project File Folder 
 
The spot safety project improvement countermeasure chosen for the subject location was to install 
shoulder guardrail along the approximate 0.75 section. 
 
SR 1783 (Highland Lake Rd) is a windy two lane roadway with a 35 mph speed limit.  There are 
several curves and embankments along the subject section of roadway. 
 
The original statement of problem was that there was a prevalent run off road crash problem at the 
subject location. 
 
The final completion date for the improvements was on July 21, 2006 with a total cost of 
$103,000.00.  
 
Naive Before and After Analysis 
 
After reviewing the spot safety project file folder along with all the crashes at the subject location, 
the crash data omitted from this analysis to consider for an adequate construction period was from 
June 1, 2006 to August 31, 2006.  The before period consisted of reported crashes from March 1, 
2002 through May 31, 2006 (4 years, 3 months) and the after period consisted of reported crashes 
from September 1, 2006 through November 31, 2010 (4 years, 3 months).  The ending date for this 
analysis was limited by the available crash data at the time the analysis was conducted. 
 
The treatment data consisted of all reported crashes on SR 1783 from 0.26 miles east of NC 225 to 
500 feet west of US 176.  The following data table depicts the Naive Before and After Analysis for 
the treatment location. Please note that Ran Off Road crash types were the target crashes for the 
applied countermeasures. Ran Off Road crash types considered are as follows:  Ran Off Road – 
Left, Ran Off Road – Right, Ran Off Road – Straight, Fixed Object, Head-on, Sideswipe – Same 
Direction, Sideswipe – Opposite Direction, and Overturn / Rollover.  The target crashes are clearly 
identified in the before and after period crash severity diagrams. 
 
Treatment Information     

Before After 
Percent Reduction (-) 
Percent Increase (+) 

Total Crashes 32 18 -43.8 
Total Severity Index 8.51 2.64 -69.0 
    
Target Crashes 28 10 -64.3 
Target Crash Severity Index 9.32 2.48 -73.4 
    
Volume 6,700 6,800 1.5 
    
Target Crash Severity Summary    
Fatal Crashes 0 0 N/A 
Class A Crashes 2 0 -100.0 
Class B Crashes 4 1 -75.0 
Class C Crashes 7 1 -85.7 
PDO Crashes 15 8 -46.7 

 



 

Results and Discussion 
 
The naive before and after analysis at the treatment location resulted in 44 percent decrease in Total 
Crashes, a 64 percent decrease in Target Crashes, and a two percent decrease in Average Daily 
Traffic (ADT).  The before period ADT year was 2004 and the after period ADT year was 2008. 
 
The calculated benefit to cost ratio for this project is 20.76 considering total crashes.  The benefit to 
cost ratio considering only target crashes is also 21.23.  The benefits are calculated using the change 
in annual crash costs from the before to the after period.  Operational and other benefits related to 
the project are not considered in this analysis.  The costs of the project include the actual 
construction costs as well as the increase in annual maintenance and utility costs. 
 
Typically, one would expect guardrail installation projects to result in an increased number of Ran 
Off Road Crashes and a decrease in the severity of Ran Off Road crashes.  The increase in Ran Off 
Road Crashes is expected due to the placement of a fixed object (guardrail) near the travel way.  
The decrease in the severity of Ran Off Road Crashes is expected due to the guardrail being more 
forgiving than the object it is protecting.  The results from this project differ from these expectations 
in that Ran Off Crashes actually decreased from the before to the after period.  The Severity of Ran 
Off Road crashes decreased as expected. 
 
As the Safety Evaluation Group completes additional spot safety reviews for this type of 
countermeasure, we will be able to provide objective and definite information regarding actual 
crash reduction factors for this type of roadway. 



BENEFIT-COST ANALYSIS WORKSHEET

LOCATION: SR 1783 from US 176 to NC 225 BY:  bdr

COUNTY: Henderson DATE:  1/28/2011

FILE NO.: SS 14-06-202

  DETAILED COST: TYPE IMPROVEMENT - Guardrail

ITEMS TOTAL SERVICE CRF     ANNUAL COST

Construction $0 0 0.000 $0
$103,000 10 0.149 $15,350

Right-of-Way $0 0 0.000 $0

TOTALS $103,000 10 0.149 $15,350

ESTIMATED INCREASE IN ANNUAL MAINT. COST = $941
ESTIMATED INCREASE IN ANNUAL UTILITY COST = $0

TOTAL ANNUAL COST=  $16,291
TOTAL COST OF PROJECT= $103,000

  COMPREHENSIVE COST REDUCTION:

ESTIMATED NUMBER OF ANNUAL ACCIDENT DECREASES

TIME PERIOD YEARS K & A K & A B & C B & C PDO PDO ANNUAL
CRASHES CRASHES CRASHES CRASHES CRASHES CRASHES COSTS

PER YR PER YR PER YR

BEFORE 4.25 2 0.47 12 2.82 18 4.24 $371,153
AFTER 4.25 0 0.00 4 0.94 14 3.29 $32,988

 

  Annual Benefits from Crash Cost Savings $338,165
  

 
  NET AVG. ANNUAL BENEFITS = AVG. ANNUAL BENEFITS - TOTAL ANNUAL COST = $321,874  

  BENEFIT-COST RATIO = AVG ANNUAL BENEFITS/TOTAL ANNUAL COST = 20.76

TOTAL COST OF PROJECT    -  $103,000 COMPREHENSIVE B/C RATIO  - 20.76



BENEFIT-COST ANALYSIS WORKSHEET

LOCATION: SR 1783 from US 176 to NC 225 BY:  bdr

COUNTY: Henderson DATE:  1/28/2011

FILE NO.: SS 14-06-202 Target Crashes Only

  DETAILED COST: TYPE IMPROVEMENT - Guardrail

ITEMS TOTAL SERVICE CRF     ANNUAL COST

Construction $0 0 0.000 $0
$103,000 10 0.149 $15,350

Right-of-Way $0 0 0.000 $0

TOTALS $103,000 10 0.149 $15,350

ESTIMATED INCREASE IN ANNUAL MAINT. COST = $941
ESTIMATED INCREASE IN ANNUAL UTILITY COST = $0

TOTAL ANNUAL COST=  $16,291
TOTAL COST OF PROJECT= $103,000

  COMPREHENSIVE COST REDUCTION:

ESTIMATED NUMBER OF ANNUAL ACCIDENT DECREASES

TIME PERIOD YEARS K & A K & A B & C B & C PDO PDO ANNUAL
CRASHES CRASHES CRASHES CRASHES CRASHES CRASHES COSTS

PER YR PER YR PER YR

BEFORE 4.25 2 0.47 11 2.59 15 3.53 $363,412
AFTER 4.25 0 0.00 2 0.47 8 1.88 $17,506

 

  Annual Benefits from Crash Cost Savings $345,906
  

 
  NET AVG. ANNUAL BENEFITS = AVG. ANNUAL BENEFITS - TOTAL ANNUAL COST = $329,615  

  BENEFIT-COST RATIO = AVG ANNUAL BENEFITS/TOTAL ANNUAL COST = 21.23

TOTAL COST OF PROJECT    -  $103,000 COMPREHENSIVE B/C RATIO  - 21.23
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