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Project Information and Background from the Project File Folder 
 
The hazard elimination project improvement chosen for the subject location was to install guardrail 
along both shoulders of NC 50 and to construct a northbound left turn lane on NC 50 at SR 1842. 
 
NC 50 was a rural two-lane roadway with a speed limit of 55mph.  SR 1842 tees into NC 50 from 
the west and operates under a stop condition.  The speed limit of SR 1842 is 45 mph. 
 
The intersection is located at the bottom of a vertical curve.  There is a 30 foot drop off on the east 
shoulder of NC 50.  There was a pattern of both Rear End and Ran off Road Crashes at this 
intersection resulting from vehicles traveling north on NC 50 failing to stop for vehicles attempting 
to turn left at the intersection. 
 
The initial crash analysis was conducted from October 1, 1995 to September 30, 1998 with a total of 
14 reported crashes, including eight Rear-End Crashes and four Ran Off Road Crashes.  The final 
completion date for the improvements at the subject intersection was on June 30, 2006 with a total 
cost of $450,000.00.  After reviewing the crash reports and the information in the project folder, it 
appears that the guardrail was installed under spot safety project #05-98-14A.  This project was 
completed on December 29, 2000 with a total cost of $75,000.00. 
 
 
Naive Before and After Analysis 
 
After reviewing the spot safety project file folder along with all the crashes at the subject location, 
the crash data omitted from this analysis to consider for an adequate construction period was from 
April 1, 2006 to July 31, 2006.  The before period consisted of reported crashes from November 1, 
2001 through March 31, 2006 (4.41 years) and the after period consisted of reported crashes from 
August 1, 2006 through December 31, 2010 (4.41 years).  The ending date for this analysis was 
limited by the available crash data at the time the analysis was conducted.  Due to the guardrail 
being installed at an earlier date and under a spot safety project, this countermeasure was not 
evaluated. 
 
The treatment data consisted of all reported crashes within 200 feet of the intersection on NC 50 and 
within 150 feet of the intersection on SR 1842.  The following data table depicts the Naive Before 
and After Analysis for the treatment location. Please note that Rear-End Crashes on the northbound 
lanes of NC 50 were the Target Crashes for the applied countermeasure.  
 
 
 
 
 
 
 
 
 
 
 
 

 



 

 
Treatment Information    

Before After 
Percent Reduction (-) 
Percent Increase (+) 

Total Crashes 46 2 -95.7 
Total Severity Index 3.73 1 -73.2 
    
Target Crashes 43* 0 -100.0 
Target Crash Severity Index 3.93 0 -100.0 
    
Volume 21,000 21,000 0.0 
    
Target Crash Severity Summary    
Fatal Crashes 0 0 N/A 
Class A Crashes 0 0 N/A 
Class B Crashes 6 0 -100.0 
Class C Crashes 11 0 -100.0 
PDO Crashes 26 0 -100.0 
*3 left turn-same roadway crashes, 2 ran-off-road crashes, 1 head-on crash, and 1 sideswipe were counted as target crashes due to them involving 
vehicles either turning left or waiting to turn left. 

 
 
Results and Discussion 
 
The construction of the northbound left turn lane on NC 50 appears to have been very effective at 
reducing crashes at the intersection.  The naive before and after analysis at the treatment location 
resulted in a 96 percent decrease in Total Crashes and a one hundred percent decrease in Target 
Crashes.  The before period ADT year was 2004 and the after period ADT year was 2008. 
 
The majority of crashes in the before period were related to vehicles turning left onto SR 1842 (43 
of 46). The Target Crashes included 36 rear-end crashes on northbound NC 50.  Seven other crashes 
were also counted as Target Crashes, including two ran-off road crashes, one sideswipe-opposite 
direction crash, and one head-on crash that all involved vehicles swerving to avoid stopped 
vehicles.  The final three target crashes all involved a northbound vehicle attempting to go around 
stopped vehicles by passing them on the left side (using southbound lanes).  In all three crashes the 
vehicle collided with a northbound vehicle attempting to turn left onto SR 1842. 
 
Neither of the two after period crashes were Target Crashes.  Both were backing up type crashes 
that occurred on SR 1842. 
 
The calculated benefit to cost ratio for this project is 1.53 considering total crashes.  The benefit to 
cost ratio considering only target crashes is 1.52.  The benefits are calculated using the change in 
annual crash costs from the before to the after period.  Operational and other benefits related to the 
project are not considered in this analysis.  The costs of the project include the actual construction 
costs as well as the increase in annual maintenance and utility costs. 
 
Please see the attached Treatment Site Photos.  Photos were obtained from Google Street-view.  As 
the Safety Evaluation Group completes additional spot safety reviews for this type of 
countermeasure, we will be able to provide objective and definite information regarding actual 
crash reduction factors for this type of roadway. 



BENEFIT-COST ANALYSIS WORKSHEET

LOCATION: NC 50 at SR 1842 BY:  bdr

COUNTY: Wake DATE:  3/15/2011

FILE NO.: W-4421

  DETAILED COST: TYPE IMPROVEMENT - Left Turn Lane

ITEMS TOTAL SERVICE CRF     ANNUAL COST

Construction $0 0 0.000 $0
$450,000 10 0.149 $67,063

Right-of-Way $0 0 0.000 $0

TOTALS $450,000 10 0.149 $67,063

ESTIMATED INCREASE IN ANNUAL MAINT. COST = $400
ESTIMATED INCREASE IN ANNUAL UTILITY COST = $0

TOTAL ANNUAL COST=  $67,463
TOTAL COST OF PROJECT= $450,000

  COMPREHENSIVE COST REDUCTION:

ESTIMATED NUMBER OF ANNUAL ACCIDENT DECREASES

TIME PERIOD YEARS K & A K & A B & C B & C PDO PDO ANNUAL
CRASHES CRASHES CRASHES CRASHES CRASHES CRASHES COSTS

PER YR PER YR PER YR

BEFORE 4.41 0 0.00 17 3.85 29 6.58 $105,374
AFTER 4.41 0 0.00 0 0.00 2 0.45 $1,950

 

  Annual Benefits from Crash Cost Savings $103,424
  

 
  NET AVG. ANNUAL BENEFITS = AVG. ANNUAL BENEFITS - TOTAL ANNUAL COST = $35,961  

  BENEFIT-COST RATIO = AVG ANNUAL BENEFITS/TOTAL ANNUAL COST = 1.53

TOTAL COST OF PROJECT    -  $450,000 COMPREHENSIVE B/C RATIO  - 1.53



BENEFIT-COST ANALYSIS WORKSHEET

LOCATION: NC 50 at SR 1842 BY:  bdr

COUNTY: Wake DATE:  3/15/2011

FILE NO.: W-4421 Target Crashes Only

  DETAILED COST: TYPE IMPROVEMENT - Left Turn Lane

ITEMS TOTAL SERVICE CRF     ANNUAL COST

Construction $0 0 0.000 $0
$450,000 10 0.149 $67,063

Right-of-Way $0 0 0.000 $0

TOTALS $450,000 10 0.149 $67,063

ESTIMATED INCREASE IN ANNUAL MAINT. COST = $400
ESTIMATED INCREASE IN ANNUAL UTILITY COST = $0

TOTAL ANNUAL COST=  $67,463
TOTAL COST OF PROJECT= $450,000

  COMPREHENSIVE COST REDUCTION:

ESTIMATED NUMBER OF ANNUAL ACCIDENT DECREASES

TIME PERIOD YEARS K & A K & A B & C B & C PDO PDO ANNUAL
CRASHES CRASHES CRASHES CRASHES CRASHES CRASHES COSTS

PER YR PER YR PER YR

BEFORE 4.41 0 0.00 17 3.85 26 5.90 $102,449
AFTER 4.41 0 0.00 0 0.00 0 0.00 $0

 

  Annual Benefits from Crash Cost Savings $102,449
  

 
  NET AVG. ANNUAL BENEFITS = AVG. ANNUAL BENEFITS - TOTAL ANNUAL COST = $34,986  

  BENEFIT-COST RATIO = AVG ANNUAL BENEFITS/TOTAL ANNUAL COST = 1.52

TOTAL COST OF PROJECT    -  $450,000 COMPREHENSIVE B/C RATIO  - 1.52



Treatment Site Photos from Google Street-View 

 
Looking north on NC 50 

 

 
Looking south on NC 50 
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