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DETAIL 'A'

NEW NCDOT TYPICAL DRAWING
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10' RUMBLE SKIPS

   

3) MILL RUMBLES EVERY OTHER SKIP AS SHOWN. 

   PAVEMENT MARKING.

2) ENSURE GLASS BEADS ARE SPREAD UNIFORMLY OVER THE ENTIRE SURFACE OF 

   MILLINGS JUST PRIOR TO PLACING ANY PAVEMENT MARKINGS.

1) USING A VACUUM IN THE SAME OPERATION, REMOVE ALL DEBRIS FROM THE

NOTES:

MILLING/MARKING DETAILS

SECTION B-B'

8" MILLED RUMBLE 2" 

WHITE EDGE LINE

YELLOW EDGE LINE
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DETAIL 'A'

6" MARKING

PAVED SHOULDER

SEE MILLING DETAILS

10' SKIPS

6" WHITE SKIP LINE

R
A

L
E
I

G
H
,
 

N
.

C
.

D
I

V
I
S
I

O
N
 

O
F
 

H
I

G
H

W
A

Y
S

D
E
P

T
.
 

O
F
 

T
R

A
N
S
P

O
R

T
A

T
I

O
N

N
O

R
T

H
 

C
A

R
O

L
I

N
A

S
T

A
T

E
 

O
F

SHEET   OF

R
A

L
E
I

G
H
,
 

N
.

C
.

D
I

V
I

S
I

O
N
 

O
F
 

H
I

G
H

W
A

Y
S

D
E

P
T
.
 

O
F
 

T
R

A
N

S
P

O
R

T
A

T
I

O
N

N
O

R
T

H
 

C
A

R
O

L
I

N
A

S
T

A
T

E
 

O
F

SHEET   OF

1
-
2
4

1    1

D
E

T
A
I

L
 

S
T

A
N

D
A

R
D
 

D
R

A
W
I

N
G
 

F
O

R

M
I

L
L

E
D
 

R
U

M
B

L
E
 

S
K
I

P
S


