NOTES:

1. USE TABLES 2B-1, 2C-2 AND 7B-1 IN MUTCD FOR SIGN SIZES.

2. WHEN GEOMETRIC DOES NOT PERMIT THE USE OF ALL REQUIRED SIGNS AN ENGINEERING STUDY WILL DETERMINE APPROPRIATE SIGNING.
TYPICAL FOR SIGNING SCHOOL ZONE WITH MARKED CROSSWALK WHERE SPEED REDUCTION IS NOT REQUIRED

WHERE SPEED REDUCTION IS NOT REQUIRED

1. USE TABLES 2B-1, 2C-2 AND 7B-1 IN MUTCD FOR SIGN SIZES.

2. WHEN GEOMETRIC DOES NOT PERMIT THE USE OF ALL REQUIRED SIGNS AN ENGINEERING STUDY WILL DETERMINE APPROPRIATE SIGNING.

NOTES:
Typical for Signing School Zone Without Marked Crosswalk

Where Speed Reduction Is Required

NOTES:
1. Use Tables 2B-1, 2C-2 and 7B-1 in MUTCD for Sign Sizes.

2. When geometric does not permit the use of all required signs, an engineering study will determine appropriate signing.

The School Zone for the area outside the legal speed limit is to display this sign.
NOTES:

1. USE TABLES 2B-1, 2C-2 AND 7B-1 IN MUTCD FOR SIGN SIZES.

2. WHEN GEOMETRIC DOES NOT PERMIT THE USE OF ALL REQUIRED SIGNS AN ENGINEERING STUDY WILL DETERMINE APPROPRIATE SIGNING.